Degradation - SAE J1885

[~+—SunStop —#—Competition |

100 \
SIS
80
E 70 \
]
§ 60 y \‘\¢\
£ 50 2
- B
aE: 40 iy
S 20
10
0 T T T T T T T
75 150 300 450 600 800 1000
Exposure Kj
Fade (Depth) - SAE J1885
5.00 | —#—SunStop =#=—Competition |
4.50 :\ \
4.00
g 3.50 \-\ \
c 3.00
[
E 2.50 \
t;‘-" 2.00 ]
g 1.50
° 400
0.50
0.00 T T T T T T T
0 75 150 300 450 600 800 1000
Exposure Kj
Fade (Hue) - SAE J1885
== SunStop Cardinal ===@=—=SunStop Navy ——8-—SunStop Gray
- SunStop Beige - -®- - Competitor Navy - -%- -Competitor Cardinal
3'00 T |- -e- = Competitor Gray =- - Competitor Beige
2.00
1.00
5
0.00
g 0
O .1.00 -
® - -9
; ® ... g-""
-2.00 =
-3.00 ——
-4.00

Exposure Kj

Test results show our
enhanced UV protection
process for SunStop®
colors improves strength
retention compared to
competitive UVR products.
Multiple colors were used
for this evaluation.

Spectrophotometric
measurements show
that SunStop® colors
demonstrate a reduced
loss in depth during
fade testing.

Spectrophotometric
measurements show that
SunStop® colors fade on
tone more consistently.



